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Congratulations on your purchase of a new Mountain Tarp Lock-N-Roll and/or Ratchet Side
Roll system. We are sure that you will not find a better, more overbuilt tarp system on the
market today.

Note:

Please read through instructions for entire system and follow instructions thoroughly to ensure
your system will work properly. It is important that you inspect your trailer and prepare it for
installation by removing any sharp edges or any thing that will cause damage to your tarp.

TOOLS REQUIRED

» Ratchet

e 3/87, 1/27,9/16", and 3/4” Sockets and Wrenches
+« Welder— Steel and Aluminum

e Drill / Phillips Bit

« 3/8"and 1/2" Drill Bits

e Measuring Tape
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Lock-N-Roll Installation

Step 1: Installing Master Bow

1A:

Placement of master bow is dependent on
depth of cap or bonnet to be installed. In
most cases it should be a max of 24”.

1B:

Place one edge of master bow flush with
bed and mark bottom of other bow end
with outside edge of trailer to cut off ex-
cess. Then center bow legs flush with bot-
tom of master bow and inside of trailer
and mark leg position for welding (both
sides).

Place bow legs flush on
master bow at marks and
weld in place (both sides).

1D:

Use a saw to taper rear
tarp rail on each end of
master bow as shown, use
a hammer or file to make
sure all sharp edges are
smooth to avoid tearing

tarp.
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Lock-N-Roll Installation

Step 2: Installing Bows

2A:

Measure 18” from back of Master
Bow for next 2 bows and mark
for bow bracket (both sides).

2B:

Measure 30” from outside edge of
tailgate and mark for rear bow lo-
cation (both sides).

2C:

Measure and mark remaining bow
locations approximately 48" on
center from second bow location
to rear bow (both sides).

2D:

Hold bow bracket on determined

marks and drill, keeping top of

bracket flush below top of trailer. [

Attach brackets with 3/8” machine
bolts provided (both sides).

2E;

1 Slide fixed end of bow into bow
bracket on either side of trailer.
Slide the long end of bow leg into
other end of bow, then slide short
end into bow bracket and tighten
the bolt on bow to secure the leg.

2F:

Follow steps in 2E for remaining
bows. Once all bows are in place
inspect height on all bows to make
sure the rise is consistent. Note
bolts may be loosened for adjust-
ment after bows are in place.
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Lock-N-Roll Installation

Step 3: Installing Nose Bonnet

3A:

Apply a small amount of

lubricant to front tarp rail

on master bow. Insert tub-
ing into tarp rail and slide
to opposite side.

3B:

Work bonnet over front of
bulkhead. Align seam with
top weld, do not let seam
ride over front of bulk-
head.

30

Align bottom of bonnet along front, drill and
bolt in place a minimum of 18” apart using
3/8” machine bolts supplied. Once front is se-
cured, slide master bow toward back to re-
move any slack and smooth any creases in

| bonnet.

3D.

Align leg holes with marks,
drill and secure bow legs
with 3/8” machine bolts
provided.

e ﬁ“ﬁ‘\
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Lock-N-Roll Installation

Step 4: Installing Latch Plate

4A:
Place front of latch plate approxi-
mately 2” in front of master bow and
flush with round bar. Drill and bolt in
place with 3/8” machine bolt pro-
vided. Cap latch plate over bonnet as
shown.

4B:

Mount top of latch plate 1/2” below
top of rail. Maintain 24” minimum
between bolts. Butt latch plates to-
gether as shown, maintain a mini-
mum of 3" between machine bolts at
joint.

4C:

Hold back section in place and mark
1" in front of gate pin. Cut off excess
latch plate and taper from mark to-
ward front as shown. Smooth all
edges to avoid tearing or puncturing

tarp.

4D:
Drill hole a minimum of 2” from end
of latch plate and mount as shown.

4E:

Drill hole 1 back from front of latch
plate and mount eye bolt. Make sure
eye bolt is tightened perpendicular to
latch plate.
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Lock-N-Roll Installation

Step 5: Installing EZ OFF Tarp Stops

Mount EZ OFF 17 from back of master bow and 17 below top edge of trailer or 1 in front of rear stan-
dard on passenger side, with 3/8” machine bolts supplied. Then space remaining EZ OFFs evenly be-
tween front and rear a maximum of 8’ apart.

Step 6: Installing Roll Pipe and Anchor Pipe

6A:

Roll pipe and anchor pipe is
supplied in 20 joints. Assem-
ble and weld joints. Insert
spline weldment in end of roll
pipe and weld as shown.

6B:

Unfold and straighten tarp. In-
sert the anchor pipe into 47
pocket and slide thru to other
end. Cut both ends flush with
edge of tarp.

6C:

Place the plastic end caps into
each end of the anchor pipe.
Fasten each end of tarp to the
anchor pipe with the 1/4” tek
screws supplied.
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Lock-N-Roll Installation

Step 6: Installing Roll Pipe and Anchor Pipe Continued

6D:

Insert the 2” roll pipe open
end first into pocket from rear
of tarp and slide through to
4 other end. Leave 18” (length
varies) of splined end out at

| rear of tarp.

6E:
Fasten tarp to roll pipe at rear
with “U” clamp and 1/4” tek
screws provided. Install “U”
clamps one on every seam
apart down the length of

. .I ':-:'_ tal’p.

6F:
Install “U” clamps on over-
lapping heat seal seams. Cut
off excess roll pipe flush
with pocket at front end of

tarp.

6G:

Install Roll Return tube in
front of roll pipe. Tap plas-
tic flange until flush with
end of roll pipe.

6H:

Roll up the tarp with anchor
pipe at end of roll to prepare
for installation on trailer.
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Lock-N-Roll Installation

Step 1: Installing Tarp

TA:

With EZ OFFs in open position,
place anchor pipe in cradle as
shown. Tarp should be flush with
back edge of bonnet as shown. An-
chor pipe should extrude in front of
tarp stop as shown, this length will

SN vary.

o

Rotate tarp stop to locked posi-
tion, insert pin and clevis as
shown on front tarp stop.

¥i®
| Remove previously installed tek
screw in front of front tarp stop

{ and install a “U” clamp, to help
&\ secure anchor pipe in place. This
1s to ensure pipe will not slide
back during dumping.

7D:
Rotate remaining tarp stops to
locked position.

" A WASTEQUIP COMPANY -
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Lock-N-Roll Installation

Step 8: Installing Roll Return

8A:

Roll tarp to covered position, al-
low tarp to hang down on driver’s
| side. Thread bungee through eye
bolt on the latch plate and pull to
create tension. Stop pulling
bungee when the roll pipe begins
to lift. Tie securely to eye bolt and
cut off excess.

Step 9: Installing Crank Handle

9A.:

With tarp in covered position,
(Note: tarp overhang will vary
from a min of 12” to 22” from
top of trailer rail). Slide the “U”
joint onto the spline at rear of
roll pipe and rotate tarp counter
clockwise until locked in place
under latch plate.

9B:

With tarp in locked position, pull
crank down and in against the
side of trailer (Note: it may be
necessary to pull crank away
from spline to achieve the
proper angle to secure crank
against trailer).

9C:

With tarp in locked position, pull
crank down and in against the
side of trailer. Mark the “J” hook
position. Install “J” hooks with
the 3/8” machine bolts provided.

9D:

With “J” hooks installed, place
crank on hooks and secure in
place using the lock pins pro-
vided. Also lock “U” joint in
place with lock pin. Repeat crank
handle installation steps on pas-
senger side with tarp in uncov-
ered position.
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Ratchet Side Roll Installation

Step 1: Installing the Master Bow

4 1A:
Placement of master bow is dependent on depth of cap or bonnet to be installed. In
most cases it should be a max of 24”,

1B:
Place one edge of master bow flush with bed and mark bottom of other bow end with
outside edge of trailer to cut off excess. Then center bow legs flush with bottom of

master bow and inside of trailer and mark leg position for welding (both sides).

1D:

Use a saw to taper rear

tarp rail on each end of

master bow as shown,

on master bow at use a hammer or file to
marks and weld in

. - e make sure all sharp

avoid tearing tarp.

1C:
Place bow legs flush

Step 2: Installing the EZ Off Tarp Stops

2A: ___— Front Cap
i 4 -
Installing the front and rear EZ Off tarp stops for sys-

tems with caps, see figure 2. The first step to installing the 6"
tarp stops is to determine the proper placement for the first -
and last stop, and the remaining tarp stops will be placed

relative to the first and last. If a cap is being used, measure
forward from the rear of the cap 6” and make a mark on the

top rail to allocate the first tarp stop. \

Next, mount the stop body bracket with the center of the Top Rail
bracket at this mark and the top of the bracket flush with the

top of the top rail. Fasten the bracket to the rail using the Figure 2
3/8x1-1/2" machine bolts provided, then connect the EZ Off

upright to the mounted bracket by sliding a clevis pin through

Hair Pin
the bottom mounting hole in the bracket, the corresponding 7~
bottom mounting slot in the upright, and the mounting hole »

Stop Body Bracket T+ |

on the other side of the bracket, see figure 2a (Note: do not \
[

connect the top of the tarp stop as this will be done later in the
installation). _
| | A X
To install the rear tarp stop, simply measure rear-ward from PR S \
~ . it . EZ Off Upright \
the front of the rear cap 6” and make a mark at this measure- Pluiis Pig
ment. Then, follow the same procedure for mounting the front g
bracket and upright.

Figure 2a
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Ratchet Side Roll Installation

Step 2: Installing the EZ Off Tarp Stops Continued

2B:

Installing the front and rear EZ Off tarp stops for systems with- .

out caps, see figure 2b. If a front cap is not being used, measure _J?\_

backward 6 from the rear of the radius in the bulkhead and make a L )

mark to allocate the front tarp stop (Note: if there is no radius, meas- i

ure back from the front corner of the trailer). \
Rear of

Mount the stop body bracket with the center at this mark and the top Radius

of the bracket flush with the top of the top rail. Fasten the bracket

using the 3/8x1-1/2” machine bolts provided, then connect the EZ

Off upright to the bracket by sliding a clevis pin through the bottom

mounting hole in the bracket, the corresponding bottom mounting

slot in the upright, and the mounting hole on the other side of the

bracket, see figure 2a.

Figure 2b

On a system with no rear cap, measure forward 6” from the rear corner of the trailer and make a mark
to allocate the rear tarp stop. Mount the stop body bracket with the center of the bracket at this mark
and the top of the bracket 1”” down from top of the top rail (Note: if the rear tarp stop interferes with the
door opening at the rear of the trailer, it may be necessary to move the tarp stop forward until the door
can be opened without interference).

Installing the remaining EZ Off Tarp Stops. Space remaining tarp stops evenly across the length of
the trailer (approximately 8’ apart) and mount them according to the instructions in the previous steps.

Step 3: Installing the Ratchets

3A:

Installing the front and rear ratchets for systems with caps, —
see figure 3. The first step to installing ratchets is to determine

the proper placement for the front and rear ratchets. If a front

cap is being used, the front ratchet should be mounted directly Front of _—

below the bottom rail or at the bottom of the nearest vertical Tarp
standard in the general area of where the front of the tarp will )
lay (Note: the front of the tarp will lay approximately 12 for- ;’::(;Z?(lj -
ward from the rear of the front cap).
Front Ratchet
[f a rear cap is being used, the ratchet will be mounted on the \
bottom rail or the bottom of the nearest vertical standard directly \
below where the rear of the tarp will lay. Bottom Rail

Figure 3
3B:
Installing the front and rear ratchets for systems without caps. If no caps are being used, measure
back 6” to 12” from the rear of the radius and mount the front ratchet on the bottom rail or on the first
vertical standard. To install the rear ratchet, measure forward from the rear corner of the trailer 6” to
12 and mount the ratchet on the bottom rail or on the last vertical standard.

Holtz Industries, Inc. | 200 S Terrace Ct | Newark, OH 43055
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Ratchet Side Roll Installation

Step 3: Installing the Ratchets Continued

Installing the remaining Ratchets. Install the remaining ratchets by spacing them evenly across the

bottom rail or vertical standards.

3D:
Mounting the Ratchets to the Trailer. The ratchets can be mounted to the trailer using the ratchet
brackets provided, see figure 3a. The ratchets may also be welded directly to the trailer, see figure 3b.

Rg:rchcltl ll‘t‘l[a)’”l: = [wc_lldcd Bracket may be machine bolted
trectly o the tratier or welded directly to trailer
II

\'-.
\

\ o s

Figure 3b Figure 3a

Step 4: Installing the Crank Retaining “J” Hooks

4A:

Mounting the Crank Retaining “J” Hooks to the Trailer, see figure 4. The crank retaining “J”
hooks are used to retain or hold the system crank when not in use. To install these simply find the most
practical and convenient spot on the passenger, usually at the rear, of the trailer. When the best spot is

determined, hold the crank up to the trailer at this spot and mark where the “J” hooks should be
mounted (Note: Remember to space the “J” hooks so that the crank will not be able to slide back and

forth). Next, mount the “J”” hooks at the marks previously made using the machine bolts provided. Af-
ter mounting the “J”” hooks, place the crank in the “J”” hooks and secure using the pins provided with

the retaining “J” hook assembly (see figure 4a for crank retaining “J" hook assembly).
= -&——  5/16” Washer

5/16” TEK
Crank Retaining v » <4 5/]6" Hex
“J”” Hook - -
b= % <4— 5/16" TEK
) \ L
Crank
“i.. ~#—— Snap Pin
<% Keeper Cable
Figure 4
Figure 4a
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Ratchet Side Roll Installation

Step 5: Installing the Roll Pipe and Anchor Pipe

SA:

Installing the Roll Pipe and Anchor Pipe. Begin t‘;:e 00";&;1 5::‘1‘23‘:;::;fegef:;’r“‘ ;’:&T e
by piecing the lengths of roll pipe together and the tlwp;cmainingclam})s evenly wmflhc tafp‘
lengths of anchor pipe together. When the pipes are

assembled, feed the 1 anchor pipe into the 4-1/2” 6” Pocket

pocket on the driver side of the tarp. When the an-

chor pipe is threaded all the way into the pocket, cut

the anchor pipe to the exact length of the tarp. Next, = g ‘
feed the 2” roll pipe into the 6” pocket on the passen- == ]
ger side of the tarp. When the roll pipe is threaded 4 “U” Clamp
all the way into the tarp, cut the pipe where the pipe Roll Pipe

is three feet longer than the tarp. After cutting the Figure 5

pipe, use the “u” clamps provided to fasten the tarp

to the roll pipe so that there is two feet of pipe protruding from the front of the tarp and one foot pro-
truding from the rear of the tarp, see figure 5. (Note: For chip trailers and other trailers with side-
swing style rear doors, cut an extra 10” off the roll pipe at the rear of the tarp so there is only two
inches of pipe protruding from the rear of the tarp. This will allow the doors to be opened without in-
terference from the roll pipe.)

Step 6: Installing the Tarp

6A:

Installing the Tarp. After the roll pipe and anchor
pipe is in place, roll the tarp up starting on the side of
the roll pipe, or the passenger side, and roll toward the
side of the anchor pipe, or the driver side. (Note: At o
this time, the rope may be tied to the D-Rings on the e

roll pipe side of the tarp.) Lift the tarp and place it on / Tarp Stop
top of the trailer with the anchor pipe side of the tarp on

the driver side, or the side the tarp stops are on. Place

the anchor pipe and tarp into the slot on the stop body Stop Body — >
brackets, then close the tarp stops and insert the re-

Anchor Pipe

maining clevis pin into the stop to secure the tarp to the / // '
tarp stops, see figure 6. After the tarp is secure, use the ¢, v Anchor "

rope to pull the tarp to the covered load position. Pipe and Tarp
Figure 6

Step 1: Installing the Ratchet Straps

TA:

Installing the Ratchet Straps. To install the ratchet straps, begin by cutting a small slit directly above
the first ratchet, about the width of the strap, in the six inch pocket on the tarp just above the roll pipe.
(Note: Cut the slit only in the pocket, do not cut the tarp above the pocket.) Next, thread the end of the
strap without a d-ring through the slit then through the d-ring on the other end of the strap and pull so
that the strap is tight around the roll pipe. Install straps directly above each of the remaining ratchets.
Finally, thread the straps into the ratchets and ratchet the tarp down firmly.

Holtz Industries, Inc. | 200 S Terrace Ct | Newark, OH 43055
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Ratchet Side Roll Installation
Step 8: Installing the Rope and “J” Hooks

8A:

Installing the Rope and “J” Hooks. With the

previously attached rope hanging down on the

passenger, or roll pipe, side of the system,

mount a “J” hook to the bottom rail using the Bottom Rail
machine bolts provided. Next, measure toward

the rear of the trailer two feet and mount i 8 -
another “J” hook, see figure 7. Wrap the rope R
around the “J” hooks in a figure eight pattern

to secure the tarp in position. Repeat this ' =
process for the remaining ropes and directly on " v |
the other side of the trailer. sahe *

\\\\

Figure 3

A WASTEQUIP COMPANY

Holtz Industries, Inc. | 200 S Terrace Ct | Newark, OH 43055
TF: 1-800-535-0104 | Web: www.holtzindustries.com



	SR Install SIDE SIDE UNIT-1
	SR Install SIDE SIDE UNIT-2
	SR Install SIDE SIDE UNIT-3
	SR Install SIDE SIDE UNIT-4
	SR Install SIDE SIDE UNIT-5
	SR Install SIDE SIDE UNIT-6
	SR Install SIDE SIDE UNIT-7
	SR Install SIDE SIDE UNIT-8
	SR Install SIDE SIDE UNIT-9
	SR Install SIDE SIDE UNIT-10
	SR Install SIDE SIDE UNIT-11
	SR Install SIDE SIDE UNIT-12
	SR Install SIDE SIDE UNIT-13
	SR Install SIDE SIDE UNIT-14
	SR Install SIDE SIDE UNIT-15
	SR Install SIDE SIDE UNIT-16

