Mobile Windshield Camera

Car Safety

@ 650 TV Lines High Resolution. = Aluminum design for better heat dissipation.

B 3.7 mm/2.2 mm Board Lens Mount With Wide m Lens Shading Compensation.
Viewing Angle.(HS-CC2041) m  Attractive design.

® 2.2 mm Board Lens Mount With Wide = 2DNR(Digital Noise Reduce).
Viewing Angle.(HS-CC2042)

® View Angle H:70° V:55°. (HS-CC2041)

® View Angle H:120° V:83°. (HS-CC2041/HS-CC2042)

= IR Distance Viewing for < 5M.(HS-CC2042)

= Photodiode Design for Accurate IR LED

W Trigger Activation.(HS-CC2042)

m Enhanced Picture Quality / Longer Life Time.

Specifications
Pick up device 1/3” image sensor interline transfer Sony CCD
Total pixels NTSC: 811(H) x 508(V) ; PAL: 795(H) x 592 (V)
Effective pixels NTSC: 768(H) x 494(V) ; PAL: 752(H) x 582(V)
Resolution 650 TV lines
Synchronization Internal
Scanning System 2:1 Interlace
S/N ratio More than 50 dB (AGC OFF)
Electrical Shutter Auto
Min. lllumination 0.1 Lux color / F2.0 (50IRE)
Lens shading compensation ON
2DNR ON
T Horizontal : NTSC: 15.734 KHz ; PAL: 15.625 KHz
346 SHeney Vertical : NTSC: 60Hz : PAL: 50Hz
HS-CC2041 Lens Type Board Lens 3.7mm / F2.5 / Board Lens 2.2mm / F2.0
Viewing Angle H:70° V:55° / H:120° V:83°
Microphone Supported
IR Distance N/A <5M
Power consumption DC12V / 0.96W (Max.) / 1.56W(CC2042 With IR LED)
Operation Temperature -10°C ~ 70°C (14°F ~ 158°F)
Storage Temperature -20°C ~70°C (-4°F ~ 158°F)
Dimension 33(W) x 37(H) x 37.6(D)mm (bracket not included)
34.6
Weight N.W./G.W.: 0.12kg / 0.2kg
HS-CC2042
Weatherproof 1P66
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